
 
Large House Assembly Instructions 

 
 
The house can be assembled with the nest box on 
either side.  The run side pop hole (where supplied) 
can be fitted in place of any standard panel.  The 
run door can also be positioned on any side. 
 
 
 
 
 
 
 

 

 
 
Lay out base timbers or assemble plinth.   Plain base is not joined, plinth is joined at the 
corners with 2x corner brackets + screws and 2 coach bolts on the joint on the long side 
unless long side timbers are supplied in one piece. 
 
 
 

These timbers will 
vary in length to suit 
the overall length of 
the run 



 
 
Assemble corner using a corner bracket top and bottom with 5 screws/bracket. 
If using plain base secure panels to base timber using 2x coach screws or if fitting to plinth 
leave this until all the sides are complete to get the best fit. 
 

 
Join the next rear panel using 3x coach bolt + washer + 
nut in the predrilled holes. 
 
 
 
 
 
 
 
 
 
 
 
 Join the other solid panel in the same way as the first 
corner. 
 
 
 
 
 
 



Continue fitting run panels using 
3xcoach bolt +washer+nut 
 
 
 
 
 
 
 
 
 
 
 
 
 

 And then fit end panels in the same 
method as the back panel of the house. 
 
At this point you can fix the panels to the 
base if it’s on a plinth. 
 
 
 
 
 
 
 
 
 
 
 
 

 
Now fit top timbers.  These are laid 
out in the same way as the base.  
Secure each panel top the top timber 
with 2 coach screws. 
 



Fit top rail (2x pieces joined together) 
using a metal angle bracket at each end. 
 
Fit the ‘T’ shape floor support ( this is 
made from 1x67” timber + 1x 34 1/2 “  
joined with 2 x 2 ½ “ screws)  Secure to 
the house panels using 1 x angle bracket 
either side and 2 angle brackets at the 
rear.  Set this level with floor support 
timbers on solid panels. 
 
 
 
 
 
Fit apex panels using 4x 2 ½” screws.  
Panel with notches goes above the roost 
area. 
 
 
 
 
 
 
 
 
 
 
 
 
Assemble 4x roof timbers. 
 
Each one consists of: 
1x long timber (8’) 
1x short timber (approx 20” in std house 
but varies to suit length of run) 
1x joining piece approx 12”  
 
Assemble with 2 coach screws either side 
of the joint.  They will now need trimming 
to the correct length to fit between the 
apex panels either end.   
 
Lay timbers into slots on apex panel and 
secure with 2 ½” screws.  Use a tape 

measure to ensure the ends are set parrell – 18” & 30” from edge of house to bottom edge of 
roof timber. 



Fit perch supports either side of house 
using 8x 25mm screws.  Fit floor panels 
and perches. 
 
 
 
 
 
 
 
 
 
 
 

 

 
 

Lay the roofing sheets on the roof.  The ends 
should overlap as shown. 
The overhang at the eaves is 70mm at the 
eaves and 1-2" either end. Start nailing from 
the middle, the roof will increase in length 
slightly as the nails compress it. Use 1 nail 
on each joint and 2 in between on the bottom 
edge(into the top of the side panels) .  Now 
fit the ridge.  Nail as before into the top joist ( 
34” from the bottom edge of the roof sheet.) 
Any spare nails can be used to fill any 
spaces. 
 



 Fit the top door stop to the top rail using 3 x 
1 ¼” screws. 
 
 
 
 
 
 
 
 
 
 
 
 
 
Now fit the house doors. Fit the door with the 
pop hole on the opposite side to the nest 
box. The hinges are best position on the 
second panel from the top and bottom.  
 
 
 
 
 
 
 
 
 
 

 

 Fit the door stop and bolt to one door. 
 



 Now either fit the auto openers as per the 
separate instruction or fit the hasp and staple to 
the pop hole. 
 
 
 
 
 
 
 
 
 

 
 

Fit the ramp using 2 screw eyes and 2 hooks. 
 
 
 
 
 
 
 
 
 

 
 
The run door may need 
to be removed and 
rehung so it opens 
correctly.  This is due to 
base not being perfectly 
flat.  Now fit the latch.  
The large plate with 6 
holes is fixed to the 
inside of the door with 
the catch on the outside. 


